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SWR-200
WAX-RESIN NEAR EDGE
RIBBON BY SATO

APPLICATIONS FEATURES

Low printhead energy

Healthcare Horticulture Pharmaceutical Print flexibility
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Produce Retail Transportation

Abrasion resistance

High density print

Anti-static printhead saver coating for printhead protection

Warehouse Metals Industrial

S

Lumber Flexible Packaging
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TECHNICAL INFORMATION e MPI
SWR-200

RIBBON PROPERTIES

Ink Wax Resin

Colour Black

Thickness <8.0um

Carrier 4.5pum Polyester Film
Ink Melting Point 70°C

Optical Density (transmission) >0.80

Optical Density (reflective) >1.60

Maximum Print Speed 600mm/s

Print sensitivity

Print density Scratch resistance

Label versatility Heat resistance

Solvent resistance

PRINTING SUBSTRATES
Papers Uncoated, Coated, Card
Synthetics Polyester, Polyethylene,

Polypropolene, PVC

& A i=mmm Y

This information is the best currently available on the subject. The
results should, however only be regarded as a general guide to
material properties and not as a guarantee.
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SATO makes no guarantee that the above features are available in all models, and specifications are liable to change, without notice. Version 03/16. * Measurements are approximate values.
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