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Fujitsu vs Epson

Printhead

Max Print Speed

LQ/NLQ Print Speed

Standard Interfaces

Optional Interfaces

Emulations

Copies

Continuous Feed Paper Paths

Cutsheet Support

Printhead Life

Ribbon Life (millions)

Noise

Mean-Time-Between-Failure (MTBF)

Dimensions (WxDxH)

Weight

Fujitsu

Fujitsu
DL3750+
24-pin
432 cps
135 cps

DL3100
24-pin
450 cps
120 cps
USB + Parallel, Serial or
LAN

Parallel + USB or Serial

LAN
Fujitsu DPL24C PLUS, IBM
Proprinter XL24E, Epson
ESC/P2, OKI
1+5 1+4

EPSON ESC/P2, IBM 2390
OKI

RV R =T o) o A =TTl [T e To I AT I = Toado | = M =1l Fush Tractor: Rear in, rear Push Tractor: Rear in, rear

Rear In, Top Out Manu.al friction feed, top
in and top out

A00M
7M Characters
54 dB(A)
20,000 Hours
369 x 283 x 146 mm
5.5kg

400M
7.5M Characters
54dB(A)
20,000 hours
368 x 297 x 148 mm
5.5kg

80 Column low-mid volume

Epson Epson Epson Epson
LX-350 LQ-350 LQ-590I1 FX-83011
9-pin 24-pin 24-pin 9-pin
347 cps 347 cps 550 cps 612 cps
65 cps B6 cps 121 cps 115 cps
Parallel, USB, Serial Parallel, USB, Serial Parallel, USB Parallel, USB
Ethernet, Serial Ethernet

ESC/P, IBM PPDS

IBM 2390 Plus, ESC/P2

ESC/P2 ESC/P, IBM PPDS

1+4 1+4

1+6 1+6

out out

Push Tractor: Front or
Rear In, Top Out Pull

Push Tractor: Front or
Rear In, Top Out Pull

Tractor: Front, Bottom, or Tractor: Front, Bottom, or

Rear In, Top Out Rear In, Top Out

Rear in, rear Qut Rear in, rear Qut

Front or Rear In, Top Qut  Front or Rear In, Top Out

A00M A00M A00M A00M
AM Characters 3M Characters 5M Characters 7.5M Characters
53dB(A) 53dB(A) 55dB(A) S55dB(A)
10,000 Hours 10,000 Hours 25,000 Hours 25,000 Hours
348 x 275 x 154 mm 348 x 275 x 154 mm 437 x 375 x 177 mm 414 % 375 x 177 mm
4.1kg 4.1kg 7.2kg 7.2kg
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© MPI

Fujitsu vs Epson

Printhead

Max Print Speed

LQ/NLQ Print Speed

Standard Interfaces

Optional Interfaces

Emulations

Copies

Continuous Feed Paper Paths

Cutsheet Support

Printhead Life

Ribbon Life (millions)

Noise

Mean-Time-Between-Failure (MTBF)

Dimensions (WxDxH)

Weight

136 Column mid volume

Fujitsu Epson Epson
DL3850+ La-2090I1 LQ-2150
24-pin 24-pin 24-pin
537 cps 550 cps 480 cps
135 cps 121 cps 120 cps
Parallel + USB or Serial Parallel, USB UsSB
LAN Serial, LAN LAN, Parallel

Fujitsu DPL24C PLUS, IBM
Proprinter XL24E, Epson
ESC/P2

Epson ESC/P2, IBM PPDS ESC/P2, IBM PPDS

1+4 1+6 1+5

Push tractor, rear in and
rear out

Front and rear in, rear out Front and rear in, rear out

Manual friction feed, top

) Front and rear in, rear out Front and rear in, rear out
in and top out

A00M A400M A400M
7.5M Characters 8M Characters 15M Characters
49dB(A) 55dBA 54dB(A)
20,000 hours 25,000 hours 20,000 hours
570 x 330 x 130 mm 612 x 375 x 177 mm 693 x 405 x 268 mm
9.7kg 9.4kg 13kg

136 Column high volume

Fujitsu Fujitsu Epson
DL7400 Pro DL7600 Pro FX-219011
24-pin 24-pin 9-pin
600 cps 800 cps 612 cps
120 cps 120 cps 115 cps
Parallel, USB, Serial Parallel, USB, Serial Parallel, USB
LAN LAN LAN

Fujitsu DPL24CC Plus, Fujitsu DPL24CC Plus,

Epson ESC/P2, IBM PPDS
Epson ESC/P2, IBM XL24E Epson ESC/P2, 1BM X124¢ [t

1+7 1+8 1+5

Push tractor Front in, Rear Push tractor Front in, Rear )
Front and rear in, rear out

out ; Rear in , Front out out ; Rear in, Front out

Front in, Front out ; Front

: : Front in, Front out; Front
in, Rear out ; Rearin, ) )
i TV T A TR M S 0td Front and rear in, rear out
Front out ; Rear in, Rear )

out; Rear in, Rear out

out
A00M 500M 400M
7.5M Characters 18M Characters 12M Characters
59dB(A) 59dB(A) 55dBA
20,000 hours 20,000 hours 25,000 hours
600 x 350 x 290mm 600 x 350 x 290mm 612 x 375 x 177 mm
18.5kg 22Kg 8.37kg
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