
Fujitsu vs Dascom

DL3100

DL3750+

DL3850+

DL7600Pro

Fujitsu Fujitsu Dascom Dascom Dascom

DL3100 DL3750+ 1140 1145 2600+

Printhead 24-pin 24-pin 9-Pin 24-pin 24-pin

Max Print Speed 450 cps 432 cps 400 cps 450 cps 600 cps

LQ/NLQ Print Speed 120 cps 135 cps 75 cps 100 cps 114 cps

Standard Interfaces
USB + Parallel, Serial or 

LAN
Parallel + USB or Serial USB 2.0 USB 2.0 Ethernet, Parallel, USB

Optional Interfaces LAN Parallel, Ethernet, Serial Parallel, Ethernet, Serial Serial

Emulations
EPSON ESC/P2, IBM 2390

OKI

Fujitsu DPL24C PLUS, IBM 

Proprinter XL24E, Epson 

ESC/P2, OKI

IBM ProPrinter2380 Plus, 

Epson ESC P/2

IBM ProPrinter 2390 Plus, 

Epson ESC P/2

IBM ProPrinter XL24, Epson 

ESC P/2, MTPL + Barcode + 

LCP, Epson FX 9pin

Copies 1+5 1+4 1+4 1+6 1+5

Continuous Feed Paper Paths
Push Tractor: Rear In, Top 

Out

Push tractor, rear in, rear 

out
Push tractor and friction Push tractor and friction

Push tractor: front or rear; 

Pull tractor: top

Cutsheet Support Rear In, Top Out
Manual friction feed, top 

in and top out
NA NA Front

Printhead Life 400M 400M 400M 400M 500M

Ribbon Life (millions) 7M Characters 7.5M Characters 7M characters 7M characters 10M Characters

Noise 54 dB(A) 54dB(A) 57 dB(A) 57 dB(A) <53 dB(A)

Mean-Time-Between-Failure (MTBF) 20,000 Hours 20,000 hours 12,000 hours 12,000 hours 25,000 hours

Dimensions (WxDxH) 369 x 283 x 146 mm 368 x 297 x 148 mm 369 x 283 x 130 mm 369 x 283 x 130 mm 458 x 265 x 200 mm

Weight 5.5kg 5.5kg 5kg 5kg 8.6 kg

80 Column mid volume
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Fujitsu vs Dascom

Fujitsu Fujitsu Dascom Fujitsu Dascom Dascom

DL3850+ DL7400 Pro 2610+ DL7600 Pro 2810 2820

Printhead 24-pin 24-pin 24-pin 24-pin 24-pin 24-pin

Max Print Speed 537 cps 600 cps 600 cps 800 cps 800 cps 1000 cps

LQ/NLQ Print Speed 135 cps 120 cps 114 cps 120 cps 111 cps 139 cps

Standard Interfaces Parallel + USB or Serial Parallel, USB, Serial Ethernet, Parallel, USB Parallel, USB, Serial USB, LAN USB, LAN

Optional Interfaces LAN LAN Serial LAN
Parallel + Serial Combo, 

LAN, Coax

Parallel + Serial Combo, 

LAN, Coax

Emulations
Fujitsu DPL24C PLUS, IBM 

Proprinter XL24E, Epson 

ESC/P2

Fujitsu DPL24CC Plus, 

Epson ESC/P2, IBM XL24E

IBM ProPrinter XL24, 

Epson ESC P/2, MTPL + 

Barcode + LCP, Epson FX 

9pin

Fujitsu DPL24CC Plus, 

Epson ESC/P2, IBM XL24E

IBM ProPrinter XL24, 

Epson LQ (ESC P/2), MTPL 

+ Barcode + LCP, Genicom 

ANSI, Epson 9 pin

IBM ProPrinter XL24, 

Epson LQ (ESC P/2), MTPL 

+ Barcode + LCP, Genicom 

ANSI, Epson 9 pin

Copies 1+4 1+7 1+5 1+8 1+6 1+6

Continuous Feed Paper Paths
Push tractor, rear in and 

rear out

Push tractor Front in, Rear 

out ; Rear in , Front out

Push tractor: front or rear; 

Pull tractor: top

Push tractor Front in, Rear 

out ; Rear in , Front out

Push tractor: front; dual 

friction 

Push tractor: front; dual 

friction 

Cutsheet Support
Manual friction feed, top 

in and top out

Front in, Front out ; Front 

in, Rear out ; Rear in, 

Front out ; Rear in, Rear 

out

Cut sheet front insertion, 

tear or front off

Front in, Front out; Front 

in, Rear out; Rear in, Front 

out; Rear in, Rear out

Printhead Life 400M 400M 500M 500M 750M 750M

Ribbon Life (millions) 7.5M Characters 7.5M Characters 15M Characters 18M Characters 20M Characters 20M Characters

Noise 49dB(A) 59dB(A) <53dB(A) 59dB(A) 54dB(A) 54dB(A)

Mean-Time-Between-Failure (MTBF) 20,000 hours 20,000 hours 20,000 hours 20,000 hours 20,000 hours 20,000 hours

Dimensions (WxDxH) 570 x 330 x 130 mm 600 x 350 x 290mm 600 x 265 x 200 mm 600 x 350 x 290mm  624 x 432 x 280 mm  24 x 432 x 280 mm

Weight 9.7kg 18.5kg 10.6kg 22Kg 19kg 20.7kg

136 Column high volume136 Column mid volume
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